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(ii) 65 ng/J (0.15 lb/MMBtu) heat input 
on a 30-day rolling average basis. 

(f) On and after the date on which the 
initial performance test is completed 
or required to be completed under 
§ 60.8, whichever date comes first, the 
owner or operator of an IGCC electric 
utility steam generating unit subject 
to the provisions of this subpart and 
for which construction, reconstruction, 
or modification commenced after Feb-
ruary 28, 2005, shall meet the require-
ments specified in paragraphs (f)(1) 
through (3) of this section. 

(1) Except as provided for in para-
graphs (f)(2) and (3) of this section, the 
owner or operator shall not cause to be 
discharged into the atmosphere any 
gases that contain NOX (expressed as 
NO2) in excess of 130 ng/J (1.0 lb/MWh) 
gross energy output on a 30-day rolling 
average basis. 

(2) When burning liquid fuel exclu-
sively or in combination with solid-de-
rived fuel such that the liquid fuel con-
tributes 50 percent or more of the total 
heat input to the combined cycle com-
bustion turbine, the owner or operator 
shall not cause to be discharged into 
the atmosphere any gases that contain 
NOX (expressed as NO2) in excess of 190 
ng/J (1.5 lb/MWh) gross energy output 
on a 30-day rolling average basis. 

(3) In cases when during a 30-day roll-
ing average compliance period liquid 
fuel is burned in such a manner to 
meet the conditions in paragraph (f)(2) 
of this section for only a portion of the 
clock hours in the 30-day period, the 
owner or operator shall not cause to be 
discharged into the atmosphere any 
gases that contain NOX (expressed as 
NO2) in excess of the computed weight-
ed-average emissions limit based on 
the proportion of gross energy output 
(in MWh) generated during the compli-
ance period for each of emissions limits 
in paragraphs (f)(1) and (2) of this sec-
tion. 

§ 60.45Da Standard for mercury (Hg). 
(a) For each coal-fired electric utility 

steam generating unit other than an 
IGCC electric utility steam generating 
unit, on and after the date on which 
the initial performance test is com-
pleted or required to be completed 
under § 60.8, whichever date comes first, 
no owner or operator subject to the 

provisions of this subpart shall cause 
to be discharged into the atmosphere 
from any affected facility for which 
construction, modification, or recon-
struction commenced after January 30, 
2004, any gases that contain mercury 
(Hg) emissions in excess of each Hg 
emissions limit in paragraphs (a)(1) 
through (5) of this section that applies 
to you. The Hg emissions limits in 
paragraphs (a)(1) through (5) of this 
section are based on a 12-month rolling 
average basis using the procedures in 
§ 60.50Da(h). 

(1) For each coal-fired electric utility 
steam generating unit that burns only 
bituminous coal, you must not dis-
charge into the atmosphere any gases 
from a new affected source that con-
tain Hg in excess of 20 × 10¥6 pound per 
megawatt hour (lb/MWh) or 0.020 lb/ 
gigawatt-hour (GWh) on an output 
basis. The International System of 
Units (SI) equivalent is 0.0025 ng/J. 

(2) For each coal-fired electric utility 
steam generating unit that burns only 
subbituminous coal: 

(i) If your unit is located in a county- 
level geographical area receiving great-
er than 25 inches per year (in/yr) mean 
annual precipitation, based on the 
most recent publicly available U.S. De-
partment of Agriculture 30-year data, 
you must not discharge into the atmos-
phere any gases from a new affected 
source that contain Hg in excess of 66 × 
10¥6 lb/MWh or 0.066 lb/GWh on an out-
put basis. The SI equivalent is 0.0083 
ng/J. 

(ii) If your unit is located in a coun-
ty-level geographical area receiving 
less than or equal to 25 in/yr mean an-
nual precipitation, based on the most 
recent publicly available U.S. Depart-
ment of Agriculture 30-year data, you 
must not discharge into the atmos-
phere any gases from a new affected 
source that contain Hg in excess of 97 × 
10¥6 lb/MWh or 0.097 lb/GWh on an out-
put basis. The SI equivalent is 0.0122 
ng/J. 

(3) For each coal-fired electric utility 
steam generating unit that burns only 
lignite, you must not discharge into 
the atmosphere any gases from a new 
affected source that contain Hg in ex-
cess of 175 × 10¥6 lb/MWh or 0.175 lb/ 
GWh on an output basis. The SI equiva-
lent is 0.0221 ng/J. 
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(4) For each coal-burning electric 
utility steam generating unit that 
burns only coal refuse, you must not 
discharge into the atmosphere any 
gases from a new affected source that 
contain Hg in excess of 16 × 10¥6 lb/ 
MWh or 0.016 lb/GWh on an output 
basis. The SI equivalent is 0.0020 ng/J. 

(5) For each coal-fired electric utility 
steam generating unit that burns a 
blend of coals from different coal ranks 
(i.e., bituminous coal, subbituminous 
coal, lignite) or a blend of coal and coal 
refuse, you must not discharge into the 
atmosphere any gases from a new af-
fected source that contain Hg in excess 
of the unit-specific Hg emissions limit 
established according to paragraph 
(a)(5)(i) or (ii) of this section, as appli-
cable to the affected unit. 

(i) If you operate a coal-fired electric 
utility steam generating unit that 
burns a blend of coals from different 
coal ranks or a blend of coal and coal 
refuse, you must not discharge into the 
atmosphere any gases from a new af-
fected source that contain Hg in excess 
of the computed weighted Hg emissions 
limit based on the Btu, MWh, or MJ) 
contributed by each coal rank burned 
during the compliance period and its 
applicable Hg emissions limit in para-
graphs (a)(1) through (4) of this section 
as determined using Equation 1 in this 
section. For each affected source, you 
must comply with the weighted Hg 
emissions limit calculated using Equa-
tion 1 in this section based on the total 
Hg emissions from the unit and the 
total Btu, MWh, or MJ contributed by 
all fuels burned during the compliance 
period. 
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Where: 

ELb = Total allowable Hg in lb/MWh that can 
be emitted to the atmosphere from any 
affected source being averaged according 
to this paragraph. 

ELi = Hg emissions limit for the subcategory 
i (coal rank) that applies to affected 
source, lb/MWh; 

HHi = For each affected source, the Btu, 
MWh, or MJ contributed by the cor-

responding subcategory i (coal rank) 
burned during the compliance period; and 

n = Number of subcategories (coal ranks) 
being averaged for an affected source. 

(ii) If you operate a coal-fired elec-
tric utility steam generating unit that 
burns a blend of coals from different 
coal ranks or a blend of coal and coal 
refuse together with one or more non- 
regulated, supplementary fuels, you 
must not discharge into the atmos-
phere any gases from a new affected 
source that contain Hg in excess of the 
computed weighted Hg emission limit 
based on the Btu, MWh, or MJ contrib-
uted by each coal rank burned during 
the compliance period and its applica-
ble Hg emissions limit in paragraphs 
(a)(1) through (4) of this section as de-
termined using Equation 1 in this sec-
tion. For each affected source. You 
must comply with the weighted Hg 
emissions limit calculated using Equa-
tion 1 in this section based on the total 
Hg emissions from the unit contributed 
by both regulated and nonregulated 
fuels burned during the compliance pe-
riod and the total Btu, MWh, or MJ 
contributed by both regulated and non-
regulated fuels burned during the com-
pliance period. 

(b) For each IGCC electric utility 
steam generating unit, on and after the 
date on which the initial performance 
test required to be conducted under 
§ 60.8 is completed, no owner or oper-
ator subject to the provisions of this 
subpart shall cause to be discharged 
into the atmosphere from any affected 
facility for which construction, modi-
fication, or reconstruction commenced 
after January 30, 2004, any gases that 
contain Hg emissions in excess of 20 × 
10¥6 lb/MWh or 0.020 lb/GWh on an out-
put basis. The SI equivalent is 0.0025 
ng/J. This Hg emissions limit is based 
on a 12-month rolling average basis 
using the procedures in § 60.50Da(h). 

§ 60.46Da [Reserved] 

§ 60.47Da Commercial demonstration 
permit. 

(a) An owner or operator of an af-
fected facility proposing to dem-
onstrate an emerging technology may 
apply to the Administrator for a com-
mercial demonstration permit. The Ad-
ministrator will issue a commercial 
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